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Unitate interna : FDT71VH Unitate externa : FDC71VNP-W

Specificatii tehnice

Unitate interna
Unitate externa

Sursa de alimentare

Capacitate nominald de récire (Min~Max)

Capacitate nominala de incalzire (Min~Max)

Consumul de energie
EER/COP
Curent de intrare

Amperaj maxim

u.L
Nivel putere sonora*!

U.E.

u.l
Nivel presiune sonorg*!

U.E.

u.l
Flux de aer

U.E.

Ul
Dimensiuni exterioare

U.E.
Greutate neta U.l./UE.

Refrigerant

Refrigerant

Dimensiuni teava refrigerant
Lungime teava refrigerant (o directie)

Diferenta de nivel suportata

Interval de functionare -

temperatura exterioara

Panou

Filtru de aer

Telecomanda (optionalal)

Clasa energetica (Racire/Incalzire)
SEER

SCOP (Climat temperat)

Pdesign (racire/incalzire(@-10°C))

Racire/Incalzire

Racire/Incalzire

Racire/Incalzire
Racire/Incalzire

Racire (Hi/Me/Lo/Ulo)
Incalzire (Hi/Me/Lo/Ulo)
Racire/Incalzire

Racire (Hi/Me/Lo/Ulo)
Incalzire (Hi/Me/Lo/Ulo)

Racire/Incalzire

Inaltime x Latime x Adancime

Tip/GWP
Incarcare

Lichid/Gaz

Unitate externa este mai sus/mai jos
Racire*?

Incalzire

Consumul anual de electricitate (racire/incalzire)

Performanta in modul Incalzire

kw
kw

kw

dB(A)

mS3/min

kg

kg/TCO2Eq
@ mm

m

kw

kWh/a

FDT71VH

FDC71VNP-W

Monofazic 220-240V, 50Hz / 220V, 60Hz
7.1(1.5~7.3)

71(1.1~73)

231/1.73

3.07/4.10

5

15.8

59/60

67 /67

46/34/31/26

46/34/31/26

54/54

28/18/15/12

28/18/15/12

42/ 42

Unitate: 236 x 840 x 840 Panou: 35 x 950 x 950
640 x 800(+71) x 290

26(Unitate:21 Panou standard:5) / 45
R32/675

1.3/0.878

6.35(1/4") / 12.7(1/2")

Max.30

Max.20 / Max.20

-15~46

-15~20

T-PSA-5BW-E, T-PSAE-5BW-E (Alb) / T-PSA-5BB-E, T-PSAE-5BB-E (Negru)
Filtru lavabil x 1(Lavabil)

Cu fir: RC-EX3A, RC-E5, RCH-E3 Fara fir: RCN-T-5BW-E2, RCN-T-5BB-E2
A++/A+

6.34

4.38

7.1/5.7

393/1822

Medie

Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.



Schema tehnica

Unit: mm

Models FDC71VNP-W

TEMPERATURE CONTROL
SR N AR Y LEEL) A MITSUBISHI

HEAVY INDUSTRIES

Content

A | Service volve connection (gos side) | 8127 (1/27) (Flare) |
B | Service volve cormection tliquid side) | ¢6.,35 (1/4°) (Flare)
C [Fipe/coble drow-out hole o )
0 [ Drain discharge hole #20K5 phaces
E [ Anchor batt hole MI0%4 places
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Indoor units: FDT40VH, 50VH, 60YH, 71VH
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o the: errirent wind direction.
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R

Minimum instaflotion space
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o€
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Notes (1) The model nome lobel is atfached to the
box lid.
sion bolt pitch P1,P2 is adjustable
th t table.
(H1} is prosided on the pand
SAW=E only.
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=
il draft function (1)

Frrgdes o
jicioln) ) [ [II N
Dirrenaions 2
Lt Open 260 280 | 180
[F] 100 75 Cpen | Open
L3 100 a0 & B0
L4 250 Open 250 Open
E Centenl
Vodel oo | 7
A | Gos giging
Liguid piping )
C [ ran piging V25 (00.52)
D[ Hole for wiring
Suspensin boits 1) or WBY
G mm (Knock out)
| _HL fAr outit opuing | 125 thnock cut) |
HZ | for ducling #200 (Knock out)
Space for installation ond senvice

=

bolt pitch range

P [ P2
TI0_|T55~T
TT0~800]__725
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Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.



