TEMPERATURE CONTROL A
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Unitate interna : FDUM50VH-x-2 Unitate externa : FDCT00VNA-W
Specificatii tehnice E
Unitate interna FDUMS50VH x 2
Unitate externa FDCT100VNA-W
Sursa de alimentare Monofazic 220-240V, 50Hz / 220V, 60Hz
Capacitate nominalé de récire (Min-Max) kw 10.0(4.0~11.2)
Capacitate nominala de incélzire (Min-Max) kw 11.2(4.0~125)
Power Consumption Racire/incalzire kw 3.25/3.04
EER/COP Récire/Incalzire kw 3.08/3.68
Curent de intrare A 5
Max. current A 26
Ul Racire/Incalzire 60/ 60
Nivel putere sonora*! R
U.E. Racire/Incalzire 69 /70
3 Racire (P-Hi/Hi/Me/Lo) dB(A) 37/32/29/26
Nivel presiune u.l* N o
N Incélzire (P-Hi/Hi/Me/Lo) 37/32/29/26
sonora*
U.E. Ricire/Incalzire 54/55
Récire (P-Hi/Hi/Me/Lo) 13/10/9/8
Ul
Flux de aer incalzire (P-Hi/Hi/Me/Lo) mS3/min 13/10/9/8
U.E. Récire/Incalzire 75/73
Presiune staticéd externa Pa Standard:35 Max:100
Exterior Ul mm 280 x 750 x 635
. i HeightxWidthxDepth
dimensions UE mm 845x 970 x 370
Greutate neta U.I./U.E. kg 29/77
Refrigerant charge kg/TCOzEG 3.3/2.228
Refrigerant Type GWP R32/675
Ref.piping size Lichid/Gaz Amm 9.52(3/8") / 15.88(5/8")
Lungime teava refrigerant (o directie) m Max.50
Diferenta de nivel suportata Unitate externd este mai sus/mai jos m Max.50 / Max.15
Récire*? °c -15~50
Interval de functionare - temperatura exterioara R
Incalzire °C -20~20
Filtru de aer, cantitate (Optional) Kit filtru : UM-FLT1EF
Telecomanda (optional) Cu firRC-EX3A, RC-E5, RCH-E3 Wireless:RCN-KIT4-E2
Clasa Energetica (Récire/Incélzire) A+/A+
SEER 5.82
SCOP (Climat temperat) 4.00
Pdesign (racire/incélzire(@-10°C)) 10.0/8.5
Annual Electricity Consumption 602/2974
Performanta pe modul incélzire Climat temperat

Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.
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Models FDUM40VH, FDUMS0VH
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Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.



FDC100VNA-W, 125VNA-W, 140VNA-W, 100VSA-W, 125VSA-W, 140VSA-W
FDC100VNA, 125VNA, 140VNA, 100VSA, 125VSA, 140VSA

Symb Content hotes
A__| Service valve connection (qos side) | $15.88 (5/8") (Flare) | (DIt m.ﬁtnoi hearmndedbynda o the four sides
B | Service vohe fon Gliguid side) | 99.52 (3/8) (Flare) | @) The il mustbefe ith onchor b, i enchr bt must ot
v s C | Pipe-cable draw-out hole n'malhel&rrn 5 e
— (3) Woere: the unit is subject to strong winds, loy it in sich
| D |Drain discharge hole #20% 3places adrection that the tiower et foces papendauarly
E | Anchor bolt hole W10x 4places tio the dorrinant wind direction.
| F | Coble draw-out hole $30% 3places (4) Leave im or more space dbowe the unit
A 50 Avwdl in front of the blower cutiet rust not exeed the units height.
L L— | (5) Tre rred remelcbe i attoched on the lowe right comer of the front panel.
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Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.



